
Ulti-Mate Connectors
Ulti-Mate Micro Circular

Winchester Interconnect Micro offers In-Line Micro Plastic Connectors designed for compact,
high-performance applications where reliability is critical. These polarized connectors are
spaced on 50 mil (1.27mm) centerlines with a mated length under 12.44 mm and outer
diameters ranging from 5.6 mm to 10 mm. Featuring shrouded male and female contacts
within durable plastic insulators, they provide excellent protection during mating and
disengagement. Built to endure high shock and vibration, these connectors are available in
5, 7, 9, 12, and 16 positions with pre-wired and solid straight tail versions, supporting 24 to
30 AWG wires.

Compact Polarized Design – 50 mil (1.27mm) spacing
and less than 12.44 mm mated length for space-
constrained applications.
Durable Plastic Insulators – Shrouded male and
female contacts ensure protection during mating
and unmating.
High Reliability – Gold-plated Beryllium Copper flex
pins rated for over 3,000 mating cycles.
Shock and Vibration Resistant – Engineered for
dependable performance in harsh environments.
Flexible Configurations – Available in 5, 7, 9, 12, and
16 positions with pre-wired and solid straight tail
versions.
Wire Compatibility – Accepts 24 to 30 AWG wires for
versatile system integration.
Custom Over-Mold Option – Tailored designs
available upon submittal of requirements.
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 In-Line Micro Plastic Connectors

KEY FEATURES & BENEFITS



DIMENSIONAL

Micro Circular In-Line Micro Plastic
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PERFORMANCE

Shock

Electrical

Vibration

Salt Spray

Durability

Mechanical

Current Rating

Engaging Force

Separation Force

Contact Resistance

Insulation Resistance

Mating/Unmating Force

Dielectric WithStanding Voltage

3A max.

EIA 364-26 Condition B-48 hours

EIA-364-27 Condition E, 1 microsecond max discontinuity

EIA-364-28 Condition IV, 1 microsecond max discontinuity

500 matings, passes Mating Force, CR, Eng and Sep Forces

.5 oz. min. (Signal contacts only, no data for Power or Coax
contacts)

600 VAC at sea level, 150 VAC at 70,000 feet. 1mA leakage current
max.

8 milliohm max contact only and 32 millohms max with 6" wire @
2.5A

10 oz x # of contacts max. (Signal contacts only, no data for Power
or Coax contacts)

500 VDC and 5000 Megohms min for low temp products and 500VDC
and 1000 Megohms min for high temp products

6 oz max. (Signal contacts only, no data for Power or Coax contacts)

Micro Circular In-Line Micro Plastic
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MATERIALS
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Contact Plating

Insulator Material

Signal Socket Contacts

Materials and Finishes

Gold Plating per ASTM B488

C21000 Brass Alloy per ASTM B36

C17200 Beryllium Copper per ASTM B194

LCP(Liquid Crystal Polymer) GLCP-30F or PPS per MIL-M-24519 GST-
40F

Signal Pin Contacts

Micro Circular In-Line Micro Plastic



HOW TO ORDER
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Micro Circular In-Line Micro Plastic


